
All statements, technical information and recommendations about Ultraflex products are based upon tests believed to be reliable but do not constitute a guarantee or warranty.  All Ultraflex 
products are sold with the understanding that the purchaser has independently assumed responsibility in determining the suitability of such product for its purposes.

Ultraflex Systems Inc.
1578 Sussex Turnpike, Bldg 4
Randolph, NJ 07869
P:  (973)627-8608  
F:  (973)627-8506
Toll Free:  (800)368-7858

Ultraflex Europe Limited
Unit 15 Eltisley Business Park
Abbotsley, Cambridgeshire
UK PE19 6TX
P:  (44)1767-677-100
website:  www.ultraflexeurope.com

www.ultrafleXX.com

Ultraflex México
Azafrán 112, Granjas México
Iztacalco C.P. 08400
México D. F.
P:  (55) 3182 3632, (55) 3182 3859
website:  www.ultraflex.com.mx

Ultraflex Guadalajara
Av. Patria 2804 
Loma Bonita Sur C. P. 45086
Zapopan, Jalisco
P:  01 (33) 1204 9857, 01 (33) 1204 9858
website:  www.ultraflex.com.mx

Ultraflex Systems Inc.
Headquarters
203 Kelsey Lane, Suite E
Tampa, FL 33619
P:  (973)627-8608  
F:  (973)627-8506 09/2017

Specifications

Standard Roll Sizes

Characteristics English
Total thickness 15-mil (+/- 1-mil)
Tensile Strength 148.5 x 106.2 lb/in
Tear Strength 3.6 x 3.8 lbf
Elongation 24.5% x 29.0%
Gloss Level 11.5 (+/- 1.2gs)
Dyne Level 33
Storage Conditions 50% RH / 700 F
Shelf Life 1 year 
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Wall Graphics Fixture 
Graphics

Retail POP POS Graphics Menu Boards Directories Interior Design 
Decoration
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Signetics® is the new standard in magnetic receptive media providing an easy to use, cost-efficient solution in mag-
netic receptive graphics.  Signetics® features an impressive array of benefits including effortless, on-site installation, 
no-edge chipping, and exceptional durability.  Products are easy to clean with no lamination required.  Signetics® 
materials are engineered with an optimized face-film for superior ink adhesion and offer a neutral white point.

Printability

Applications

Solvent Eco
Solvent UV Latex
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Signetics® LTX offers universal print compatibility with enhanced engineering for use with Latex inks.  The material 
offers superior ink adhesion creating flawless graphics.  Signetics® LTX has been ceritified for use with HP Latex inks 
and is also compatible with solvent, eco-solvent and UV inks.  Available in roll sizes of 54” and 60” in 115’ lengths.

Signetics® LTX
Patent  number 9,346,307B2

®

*Certified for HP Latex Inks - please visit the Ultraflex website to verify ICC profiles for specific printer compatibility.


